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Summary of Quantities

# ltem Section|Quantity| Unit |Rates/Remarks
1 | Special Excavation 214 217 C.Y.

2| Class SI Concrete Plug 216 200 c.Y.

3| Earth Fill 216 62 c.Y. From off—site

4 | Seeding Class 1B IDOT 250 0.1 Acre

5] Mulch Method 1 IDOT 251 0.1 Acre

6| Mobilization (Max. 6% of Bid) 671 1 L.S.

GENERAL NOTES

Unless otherwise noted on the plans, all disturbed areas within the construction limits will be amended with agricultural
ground limestone, fertilizer nutrients, seeded and mulched at the required rates specified in the plans.

The contractor is responsible for visiting the site and familiarizing himself with the existing conditions and the proposed
reclamation work prior to submitting a bid.

The contractor shall provide and pay for all field engineering services to execute the project as specified in the Field
Engineering section of the Special Provisions.

The contractor is responsible for locating and protecting all existing utility lines pertaining to the work.

Unless noted on the plans, all onsite access roads may be used for construction and must be maintained during construction
and restored to original or better condition at the completion of work by the contractor. Access roads to the site as
designated in the plans are to be maintained to the satisfaction of the engineer.

The construction limits will be staked by the contractor prior to construction. The contractor is responsible for the repair
and or restitution at his own expense for all damages done to any area outside the construction limits.

Application rates specified in the plans are shown in the Summary of Quantities—Rates/Remarks column.

CONSTRUCTION NOTES

EROSION CONTROL—The contractor shall schedule his operations and take such precautions that may be necessary to prevent or
minimize erosion. Failure to comply with this requirement shall cause the contractor to be fully responsible for repairing
any eroded areas and cleaning up areas or drainage structures that have become silted in or damaged.

MULCHING—Within 24 hours from the time seeding has been performed, the seeded area shall be given a covering of mulch at
the rates specified in the plans.

SEEDING REQUIREMENTS

0.1 ACRES SEEDING CLASS 1B

0.1 ACRES MULCH, METHOD 1
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SPECIAL NOTE:

THE DEPARTMENT RESERVES THE RIGHT TO SUBSTANTIALLY
ADJUST PLAN QUANTITIES OF FILL MATERIALS IN THE SHAFT AT
NO CHANGE IN UNIT PRICE OR PENALTY AS A RESULT OF
EXISTING CONDITIONS ENCOUNTERED AFTER THE SHAFT HAS BEEN
EXCAVATED.

NOTE:

DUE TO THE UNKNOWN CONDITIONS AND UNKNOWN STABILITY OF
THE SHAFT AND THE AREA AROUND THE SHAFT, THE CONTRACTOR
SHALL USE EXTREME CAUTION WHEN PERFORMING WORK NEAR
THE SHAFT.
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40’ DIA.

/—4-' HIGH SOIL CAP (62 C.Y.)
EARTH FILL FROM OFF-SITE

/EXISTING GRADE

/—SPECIAL EXCAVATE SETTLED SHAFT
TO A DEPTH OF 30 FEET (217
C.Y.). THEN FLUSH WITH WATER
FROM ON SITE STREAM OR PUMP
WATER FROM THE EXCAVATION IF
REQUIRED TO DETERMINE EXTENT
OF MINE VOID AS DIRECTED BY
PROJECT ENGINEER. ALL COST
ASSOCIATED TO THE FLUSHING OR
PUMPING OF THE SHAFT TO BE
CONSIDERED INCIDENTAL TO
SPECIAL EXCAVATION.

AFTER EXCAVATION INSTALL
CONCRETE PLUG AS DIRECTED BY
PROJECT ENGINEER (200 C.Y. OF
CLASS SI CONCRETE PLUG
REQUIRED).
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